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Figure 1: Optical layout of LISA interferometer showing six optical benches joined by three optical
fibers and three free-space laser links.

This document contains a calculation for the LISA response when USO noise and doppler shifts
are included. The bench noise and fiber noise is not included for clarity as it these noise sources



have been shown to cancel in a previous memo. The following assumptions are made:
1) Arm lengths are known exactly. 2) Laser frequencies, v; are slowly varying and the fluctuations
are included as phase fluctuations.

¢i(t) = vit + pi(t) (1)

3) An ultra-stable oscillator (USO) is included on each space craft and is used as a master reference
to measure the phase of all beatnotes. The USO phase is given by,

(buso(i) (t) = fz + (Ii(t) (2)

Each USO drives the clock input of a numerically controlled oscillator. The numerically controlled
oscillator can give an output of a;;f; + ai;q;(t). Notice that the f;’s are assumed to be slowly
varying and all of the fluctuations are absorbed into the phases. From now on we will omit the
time dependence of these variables and adopt the notation used in the Tinto, Armstrong, and
Estabrook papers for representing delays.

The signals at phasemeter outputs associated with the 12 photodetectors are given by,

yo1 = (v —v3(1 - La) —asf1)t +p} — P32 — asiq1 + gwa (3)
21 = (M—n)t+pl—m—m (4)
ys1 = (11— V(1 — Ls) — as1f1)t +pL — Py — azqr + gwa (5)
21 = (—vi)t+pi—pi—m (6)
ys2 = (5 —v1(1— L3) —asafo)t + ph — P13 — as2q2 + gwss (7)
zz2 = (V3 —w)t+py—p2—M (8)
yiz = (v2—vs(1 - L1) —aafo)t +p2 — P51 — a12¢2 + gz (9)
zi2 = (v2—v3)t+p2—p3— 12 (10)
yis = (13 —rve(1— L1) — ai3fs)t + p§ — P21 — a13¢3 + gwis (11)
213 = (V3 —v3)t+p;—p3—m3 (12)
yas = (vs—vf(1 — Lo) — assfs)t +ps — P} — a2ags + gwas (13)
223 = (v3—v3)t+p3—ps—n3 (14)

Note that we have include the effects of the doppler shift on the laser frequency, v; (and ignored
it’s effects on the phase, g;) of the beams from the distant spacecraft. Shot noise is currently not
included although it should be transfered in the same manner as the GW signal. 7, is the fiber
noise between benches on spacecraft i. In order to cancel this fiber noise it is necessary to only take
combinations of z;; — zy; at the same time. Thus we can combine the z;;’s on the same spacecraft
to form new variables z; = z;; — 2,,; and reduce the total number of data streams from twelve to
nine.

21 = 291 — 231 = 2(1/1( - Vl)t +PI - pl) (15)
20= z3p—z12= 25 — )t + py — p2) (16)
23 = 291 — k23 = 2((1/; - V3)t +p§ - p3) (17)



1 Phase locked transponders

If the lasers are phase locked in a coherent chain then the phase locking will drive various signals
to zero. For the purposes of this discussion we define the phase locking hierarchy to be,

252" >1-1" (18)
3F-3-1" (19)
where the arrow points from slave to master laser. In this configuration laser 1* is the ultimate

master. These phase locking loops are enforced by feeding back to the appropriate laser phase (and
thus frequency) to null the values of the following five observables.

z1 — 0 via feedback to ¢; (20)
ys2 — 0 via feedback to ¢3 (21)
z2 — 0 via feedback to ¢9 (22)
y23 — 0 via feedback to ¢3 (23)
z3 — 0 via feedback to ¢3 (24)
(25)

Assuming there the lasers are phase locked with no frequency offset, (@33 = asz = 0) the feedback
imposes the following relationships between the phases of the slave lasers and the master laser, 1*.

v = v (26)
p = p} (27)
vy = vi=uvi(l—1s) (28)
P2 = P5=pis— gws (29)
v3 = vi=vi(l-Ly) (30)
pP3 = pP3=pig— gw (31)

In the absence of bench and fiber noise v; = v} and p; = p} and so for convenience we will use
v; and p;. The remaining four observables are recorded and processed to extract the gravitational
wave signal.

Y21 = DP1—P122 — 02191 + gwar + gwaz2 (32)
Y31 = P1—P1,33—a31q1 + gws + gwsa3 (33)
Yi2 = P13 — D121 — 012G2 + gwi2 — gwsz + gwes 1 (34)
Y13 = P1,2— P1,31 — G13G3 + gw13 — gwaes + gwsz 1 (35)

Notice that both laser and USO phase noise corrupt the phasemeter outputs. The coefficients of
the USO noise terms are,

2 L

az1 = Y2 (36)
h
2 L

asy = _VI_S (37)
fi

(38)



2 Time Delay Interferometry

We can now take the usual time delay interferometry equations for the unequal-arm Michelson
degrees of freedom X, X5, and X3 defined as,

X1 = Y21 —y21,33 — Y31 + Y31,22 (39)
Xo = wya13— ¥Y31,311 — Y12 + 12,33 — Y13,1 + Y13,133 (40)
X3 = Y13 —¥i1322 + Y121 — Y1222 — Y212 + Y21,211 (41)

Considering X only, and substituting from equations (34)-(35) we obtain,

X1 = p1—p122—anq + gw + gwazs
—P1,33 + P1,2233 + 42141,33 — gW21 33 — gw23,233
—P1+ P1,33 + a3141 — W31 — gw3z 3
+P1,22 — P1,3322 — @3141,22 + W31 22 + gwas 302 (42)
= asi(q1 —q1,22) — a21(q1 — @1,33)
+tgwsa1 + gwes,2 — gwal,33 — gW23,233 — gw3l — gws2,3 + gwsi, 22 + Jwso 320 (43)

Although the laser phase noise has exactly cancelled the clock noise remains in the final output.

3 Auxiliary laser beams

It has been suggested elsewhere that the clock noise can be calibrated if a second set of laser links
is used. These laser links are envisaged to be phase locked to the main laser with a frequency offset
by the local USO. The interference between the local auxiliary laser and the distant auxiliary laser
is measured and recorded. The phase meter outputs for the measurement of these secondary lasers
are given below.

yor = (4 f1— w3+ f3)(1 = La) — b fi)t +p1 —p3a + (1 — boy)qy — g32 +gwa  (44)
¥ = (n+f1i— e+ f2)(1 - Ls) —ba1fi)t +py —p23+ (1 =b3)g1 — g23 + gws;  (45)

yso = (u+ fa— i+ )1 — L) — bsafo)t + 12 — p13 + (1 — bag)gs — q1,3 + gwze  (46)
Y12 = (a+fo— (va+ f3)(1 — L1) —biafo)t +py — pay + (1 = bya)ge — q31+gwie  (47)

yis = (+f3— 2+ f2)(1 — L) — biafa)t + ps — poa + (1 — big)gs — @21 +gwiz  (48)
Yo3 = (3+f3— (14 1)1 — La) — basfa)t + ps — pr2 + (1 — bog)gs — q1,2 + gwas  (49)

Assuming the carrier lasers are phase locked as described earlier the sideband-sideband beat at
space-crafts 3 and 2 become,

yos = (fa— fi(l = La) — basfa)t + (1 — boz)gs — qu2 (50)
Y32 (fo— fi(l = L3) — baa fo)t + (1 — bag)qo — q1,3 (51)

i



4 Phaselocking USOs

Just as we obtained a significant improvement (in terms of the number of data streams required)
when we perform two-way measurements rather than one-way measurements for the carriers, we
can also implement two-way measurements on the USO noise calibration. We can drive these
sideband-sideband beatnotes’ phases to zero by feeding back to f3, f2, ps, and p; effectively phase
locking USOs 3 and 2 to USO 1. Assuming no offset in the phase locking (ie bag = bge = 0). This
enforces the following conditions,

fs = h(-Ly) (52)
fo = f(l-Ls) . (53)
3 = 412 (54)
@2 = Q13 (55)

With this phase locking (for both the carrier and the sideband) in operation the phase of the
interference back at space-craft 1 becomes,

vor = yu+ (@ —q22) +2Lq (56)
Ya1 ys1 + (@1 — qu,33) + 2L3q (57)

Il

The term 2L5¢; can be ignored for state of the art USOs and doppler shifts of 10 MHz or less. We
can now form a combination that is free from USO noise and contains the same gravitational wave
signal by taking,

X; = Xi—an(yy —yn) +an(y'31 —ya1) (58)
= gwgl + gw2z 2 — gW21,33 — gW23,233 — JW31 — W3z 3 + gwW31,22 + gWaz 322 (59)

Note that if we make a3; and ag; equal unity and choose the correct sign then it may be possible
to cancel the terms y2; and the final expression for X that is free from laser noise, bench noise
and USO noise is simply,

X1 = y5 —y21,33 — Va1 + Ys1,22 (60)

To implement this idea it would require the following steps.

1) Turn on laser 1.

2) Phase lock laser 2 (and 3) to laser 1 at far s/c.

3) Detect the interference beatnote at 2 times the doppler frequency (y21 and y31).

4) Set (or lock weakly with a feedback time constant of several hours) each of the numerically
controlled oscillators (NCOs) to those doppler frequencies.

5) Phase lock the auxiliary lasers to the carriers on s/c 1 with a frequency offset equal to the NCO
frequencies.

6) Phase lock spacecraft 2 (and 3) auxiliary lasers to the auxiliary lasers from s/c 1 received at s/c
2 (and s/c 3).

7) Measure the interference between the 2 lasers back at s/c 1 (y5; and y4;).





